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Pneumatically Actuated Valves

067

Valve with Spring Return Actuator - Types 8P0013 (F/F), 8P0014 (SW), 8P0015 (BW)

3-piece design

Full bore

Various end options

2 way three-piece ball valve (710000 F/F, 711000 SW, 712000
BW) in stainless steel AISI 316 with pneumatic actuator.

Technical Data
Operating Conditions

Fluid water at +20OC, actuator air
supply 6 - 7 BAR

Media

Any application with media suitable to
material of construction

Operating Pressure

Nominal working pressure (PN) in
BAR - See chart
Vacuum: Maximum 10-3 torr.

Operating Temperature

-20
o
C to +160

o
C

Flow Rates

Flow rates stated in data sheet
71000/711000/712000 page 026

Threads/Connections

710000 - Female/Female ISO 7/1
711000 - Socket Weld
712000 - Butt Weld

Material

Body, Spindle: CF8M Stainless Steel
Ball: AISI316-CF8M Stainless Steel
Seals: PTFE (Weld end valves 15%
glass reinforced)
90O Cam: Stainless Steel AISI430
Stem O Ring: Viton
Other metal Parts: Stainless Steel
AISI303, 305

Additional Options

Please refer to ‘Accessories’ page 
085 - 089

NAMUR solenoid valves

Limit switch box

Special Requests

For assistance, contact our technical
office.

Dimensions (mm)

Size DN PN A B C D E F G ACT

*02 1/4** 8 64 1/4 128 111 45 57 110 33 DA 32

*03 3/8 10 64 3/8 128 111 45 57 110 33 DA 32

*04 1/2 15 64 1/2 138 119 45 65 110 38 DA 32

*05 3/4 20 40 3/4 200 176 71 76 140 47 DA 52

*06 1 25 40 1 209 180 71 92 140 58 DA 52

*07 1 1/4 32 25 1 1/4 218 185 71 107 140 67 DA 52

*08 1 1/2 40 25 1 1/2 254 216 81 116 162 76 DA 63

*10 2 50 25 2 284 239 95 136 207 90 DA 75

*12 2 1/2 65 16 2 1/2 331 264 106 154 238 134 DA 85

*14 3 80 16 3 355 275 106 180 238 161 DA 85

*18 4 100 16 4 419 324 123 217 272 190 DA 100

1/4” available F/F only

Dimensions (mm)

Size DN PN A B C D E F G ACT

*02 1/4** 8 64 1/4 152 136 71 57 140 33 SR 52

*03 3/8 10 64 3/8 152 136 71 57 140 33 SR 52

*04 1/2 15 64 1/2 163 144 71 65 140 38 SR 52

*05 3/4 20 40 3/4 211 187 81 76 162 47 SR 63

*06 1 25 40 1 220 191 81 92 162 58 SR 63

*07 1 1/4 32 25 1 1/4 229 196 81 107 162 67 SR 63

*08 1 1/2 40 25 1 1/2 282 244 106 116 238 76 SR 85

*10 2 50 25 2 309 264 123 136 272 90 SR 100

*12 2 1/2 65 16 2 1/2 394 327 137 154 328 134 SR 115

*14 3 80 16 3 430 350 148 180 366 161 SR 125

*18 4 100 16 4 461 366 148 217 366 190 SR 125

1/4” available F/F only

Pneumatically Actuated Three-Piece Stainless Steel Ball Valves

Part Number: 8P0007* F/F - 8P0008* SW - 8P0009* BW (double acting)
8P0013* F/F - 8P0014* SW - 8P0015* BW (single acting)

Valve with Double Acting Actuator - Types 8P0007 (F/F), 8P0008 (SW), 8P0009 (BW) 


