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Stainless Steel/Carbon Steel and Cast Iron Valves

033

Compact wafer design

Full bore

Available Carbon Steel / Stainless Steel

ANSI 300 flanges

“Wafer” Ball Valves - ANSI 300

“Wafer” Ball Valves - PN100 and ANSI 600

Part Number: 720212* - Stainless Steel

720232* - Carbon Steel

Wafer split full bore flanged ball valve, PN100, Antistatic Device, according to UNI EN 558 basic series 101

Part Number: 764150 - Carbon Steel

763030 - Stainless Steel

Wafer split full bore flanged ball valve, ANSI 600, Antistatic Device, according to UNI EN 558 basic series 101

Part Number: 764100 - Carbon Steel

763100 - Stainless Steel

Size 1/2” DN15 3/4” DN20 1” DN25 1 1/4” DN32 1 1/2” DN40 2” DN50 2 1/2” DN65 3” DN80

Dimensions (mm) 720212 720232

Size DN D Y Z L R P A C T E F ØN B Kv PN Kg Kg

*04 1/2 15 95 66.5 4xM14 35 131 64 47 15.5 9 10 7 32 4xM5 16.3 50 1.40 1.40

*05 3/4 20 120 82.5 4xM18 40 131 69 51.5 15.5 9 10 7 32 4xM5 29.5 50 2.50 2.50

*06 1 25 120 89 4xM18 46 174 80 61 19.5 11 12 8 42 4xM5 43 50 3.10 3.10

*07 1 1/4 32 130 98.5 4xM18 54 174 84 64.5 16.5 11 12 8 42 4xM5 89 50 4.20 4.20

*08 1 1/2 40 150 114.5 4xM20 63.5 250 102 78 24.5 13 16 10 50 4xM6 230 50 6.70 6.70

*10 2 50 165 127 4xM18 82 250 111 87 25 13 16 10 50 4xM6 265 50 7.30 10.40

*12 2 1/2 65 190 149 4xM20 103 321 128 104.5 28 18 20 14 70 4xM8 540 50 12.00 17.70

*14 3 80 210 168.5 4xM20 122 321 138 115 28.5 18 20 14 70 4xM8 873 50 17.20 24.80

*18 4 100 254 200 4xM20 152 381 156 137 34.5 22 24 18 102 4xM10 1390 50 30.40 45.30

*20 6 150 320 270 4xM20 232 700 237 201.5 51.5 30 42 30 125 4xM12 2024 50 72.00 101.00

*21 8 200 380 330 4xM24 317 700 280 245 51.5 30 42 30 125 4xM12 2720 50 122.00 -

New

New

Technical Data
Operating Pressure

ANSI 300
Vacuum: Maximum 10-3 torr  

Material

Series 720212
Body /ball and stem CF8M AISI 316
Ball seats Glass filled PTFE
Seals PTFE
‘O’ ring Viton

Series 720232
Body ASTM A105 - WCB
Ball / stem AISI 304
Ball seats Glass filled PTFE
Seals PTFE
‘O’ ring Viton
Operating Temperature

-20
o
C to +160

o
C


