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The company reserves the right to vary models and dimensions without notice.

These products are designed for industrial applications and are not suitable for sale to the general public.

Wafer design

Full bore

Flanged to suit PN10 - PN16 - ANSI 150

Stainless Steel “Wafer” Ball Valves - Economy
Connections: 1, 1 1/4, 1 1/2, 2, 2 1/2, 3, 4

New design high quality wafer pattern full bore stainless steel
ball valve - economy version. Flanged to suit PN10/PN16 and
ANSI 150. Light pattern with ISO actuator mounting pad.

Technical Data
Media

Any application with media suitable to
material of construction

Operating Pressure

PN20

Operating Temperature

-20
o
C to +160

o
C

Flow Rates

Flow rates stated in Kv: Flow
coefficient in m3/h at differential
pressure of 100kPa

Flanges

PN10 - PN16 - ANSI 150

Material

Body: A351 - CF8M
End Connection: A182 - F316
Ball: A182 - F316
Ball Seat: P.T.F.E.
O Rings: FKM (Viton)
Thrust Washer: P.T.F.E.
Ring: FKM (Viton)
Stem Seat: P.T.F.E.
Packing Gland: A182 - F316
End Stop: Carbon Steel
Spring Washer: Carbon Steel
Nut: Carbon Steel
Stem: A182 - F316
Handle: Carbon Steel
Screw: Carbon Steel
O Ring: FKM (Viton)

Actuation

90O rotation of lever
We recommend that the valve is used
in either the fully open or fully closed
position. In addition, the valve should
be actuated at least twice a year

Special Requests

For assistance, contact our technical
office.
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Dimensions (mm)

Size DN Y L R P A C T E F ØN B Kv PN Kg

*06 1 25 PN10 - PN16 - ANSI150 46 174 91 71.5 23 10.5 M12 8 42 M5 43 20 1.30

*07 1 1/4 32 PN10 - PN16 - ANSI150 54 174 95 75 23 10.5 M12 8 42 M5 89 20 1.65

*08 1 1/2 40 PN10 - PN16 - ANSI150 63.5 250 110 85 28 15 M16 10 50 M6 230 20 2.15

*10 2 50 PN10 - PN16 - ANSI150 82 250 119 93.5 28 15 M16 10 50 M6 265 20 3.75

*12 2 1/2 65 PN10 - PN16 - ANSI150 103 321 145 121.5 33.5 18 M20 14 70 M8 540 20 7.35

*14 3 80 PN10 - PN16 - ANSI150 122 321 154 131 33.5 18 M20 14 70 M8 873 20 10.30

*18 4 100 PN10 - PN16 - ANSI150 152 321 167 144 33.5 18 M20 14 70 M8 1390 20 16.00

Part Number: 725000*

New


