
1
PRO

C
ESS VA

LVES A
N

D
 A

C
TU

ATO
RS

‘L’ port

Compact wafer design

PN16 (ANSI 150 on request)

Stainless steel and carbon steel options

Three-Way ‘L’ Port “Wafer” Ball Valves
Connections: 1/2, 3/4, 1, 1 1/4, 1 1/2, 2, 2 1/2, 3, 4, 5, 6

3 way flanged diverter ball valve in compact wafer design,
reduced port with two seats.

Flow path as detailed below

Technical Data
Media

Any application with media suitable to
material of construction
Operating Pressure

PN16. Vacuum: Maximum 10-3 torr
Operating Temperature

-20
o
C to +160

o
C

Flow Rates

Flow rates stated in Kv: Flow
coefficient in m3/h at differential
pressure of 100kPa
Flanges

PN16 (ANSI 150 on request)
Material

776007
Body/Ball and Stem: CF8M Stainless Steel
Main Seals: PTFE
O Rings: FKM (Viton)
776000
Body: ASTM A150
Ball and Stem: CF8 Stainless Steel
Main Seals: PTFE
O Rings: FKM (Viton)
776007 and 776000
Thrust Washer: PTFE (Teflon©)
O Rings: FKM (Viton)
Packing Gland: AVP-9SMNPB36
End Stop: INOX AISI430 (DN10-DN50)
uNI 7070 (DN65-DN200)
Spring Washer: uNI 3545
Nut: uNI 5771
Stem: INOX AISI304
Handle: uNI 7070
Additional Options

See ‘Special executions page 049 -
050 for details’
776003 - Stainless Steel ANSI 150
Flanged
776005 - Carbon Steel ANSI 150
Flanged Heating Jackets
Special Requests

For assistance, contact our technical
office.

Dimensions (mm)

Size DN X Y Z I L R P A C T G M D S PN Kg

*04 1/2 15 89 65 4xM12 20 40 131.5 64.5 47 15.5 9 95 4XØ14 10 76 16 2.23

*05 3/4 20 99 75 4xM12 20 40 131.5 67 49.5 13.5 9 105 4XØ14 15 82 16 2.86

*06 1 25 109 85 4xM12 23 46 174.5 79 59 18 12.5 115 4XØ14 20 86 16 3.89

*07 1 1/4 32 130 1004xM16 29 58 174.5 84 64 15.5 11.5 140 4XØ18 25 100 16 6.21

*08 1 1/2 40 140 1104xM16 35.5 71 250.5 102.5 78 24.5 13 150 4XØ18 32 105 16 8.50

*10 2 50 160 1254xM16 41 82 250.5 109 85 25 13.5 165 4XØ18 40 115 16 12.27

*12 2 1/2 65 180 1454xM16 53 106 321.5 128 104.5 28 18 185 4XØ18 50.2 125 16 19.10

*14 3 80 200 1608xM16 61 122 321.5 136.5 113 28 18 200 8XØ18 64 150 16 24.34

*18 4 100 220 1808xM16 76 152 381.5 155.5 136 34.5 22 220 8XØ18 76 159 16 38.45

*19 5 125 250 2108xM16 98 196 381.5 178.5 159 34.5 22 250 8XØ18 100 190 16 63

*20 6 150 306 2408xM20 116 242 700 252 201 59 29 285 8XØ18 125 210 16 108

Mounting Dimensions

Dimensions (mm)

Size E F N B

1/2 10 7 32 4xM5

3/4 10 7 32 4xM5

1 12 8 42 4xM5

1 1/4 12 8 42 4xM5

1 1/2 16 10 50 4xM6

2 16 14 50 4xM6

2 1/2 20 14 70 4xM8

3 20 18 70 4xM8

4 24 18 102 4xM10

5 24 18 102 4xM10

6 42 30 125 4xM12

Stainless Steel/Carbon Steel and Cast Iron Valves

035

Part Number: 776000* - Carbon Steel

776007* - Stainless Steel


