Stainless Steel/Carbon Steel and Cast Iron Valves

‘Split Body’ Cast Iron Ball Valves

Connections: 1/2,3/4,1,11/4,11/2,2,21/2,3,4,5,6

M Split body design

Full bore stainless steel and carbon steel flanged ball valve, face .
o face DN15-100 according fo DIN 3202 F4, DN 125-200 B Cost iron body
according to DIN 3202 F5.
B Stainless steel ball and stem

M According to DIN3202 F4/3202 F5

Part Number: 731000* Technical Data

Media

Any application with media suitable to
material of construction

Operating Pressure

Nominal working pressure (PN) in BAR
- See chart

Vacuum: Maximum 107 torr

Operating Temperature
-20°C to +160°C

Material

@ Body: EN-GJL 250

@ End Connection: EN-GJL 250

® Ball: A182 - F304 / A351-CF8

® Stem: A182-F304

® Screw: Carbon Steel DN15 - DN65
Carbon Steel DN80 - DN150

® Nut: Carbon Steel

@ Spring Washer: Carbon Steel

90° Stop: Stainless Steel DN15 - DN150

Carbon Steel DN65 - DN150

@® Packing Gland: Carbon Steel

Stem Seat: PT.FE.

@ Handle: Carbon Steel

@ O Ring: NBR

® Thrust Washer: PT.FE

Body Seat: PT.FE DN15 - DN100 - NBR
DN125 - DN150

@® Ball Seat: PTRE

Screw: Carbon Steel

@ Body Handle DN150: EN-GJL 250

Special Requests

For assistance, contact our technical

office.

Dimensions (mm)

Sze DN D Y Z | L G R P A C T H E F oN B Kv PN Kg
*04 1/2 15 95 65 4x014 49 115 79 131 655 47 15 8 14 M0 7 32 M5 163 16 2.00
*05 3/4 20105 75 4x214 51 120 80 131 685 50 155 8 16 Mi10 7 32 M5 295 16 270
8
8

*06 1 25115 85 4xJ14 54 125 905 174 82 605 20 105 16 M12 42-F04 M5 43 16 3.60
*07 11/4 32140 100 4xJ18 55 130 97 174 86 65 20 105 18 M12 50-FO5 M6 89 16 5.30
*08 11/2 40 150 110 4xDJ18 51.5 140 114 250 103 775 235 12 18 M16 10 50-FO5 M6 230 16 7.00
*10 2 50 165 125 4xJ18 57.5 150 136 250 111 865 245 13 20 M16 10 50-FO5 M6 265 16 9.50
*12 21/2 65185 145 4xDJ18 61 170 167 321 128 104 275 17 20 M20 14 70-FO07 M8 540 16 14.50
*14 3 80200 160 8xJ18 75.5 180 178 321 141 1145 26 15 22 M20 14 70-F07 M8 873 16 1830

*18 4 100220 180 8xJ18 80 190 202 381 159 137 265 195 24 M24 18 102-F10 M10 1390 16 25.20
*19 5 125250 210 8xJ18 100 325 250 381 179 1595 325 21 26 M24 18 102-F10 M10 1707 16 45.00
*20 6 150285 240 8xJ22 105 350 300 700 266 201.5 515 30 26 M42 30 125-F12 M12 2024 16 71.00
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